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SE@AMS (unless otherwise indicated on drawing):
longitudinal socket-/flangeweldings circumferential seams
Sseam beadseams only up to 8mm
330 1010 330 waclyllﬂl;lrcil:nnfss of bottoms m
777772 3,5 x wall thickness of bottoms
300 1670 300
rrrs. NN\
22170 pressure variation :
. A %—l OAB 51 - manhole lack 320/420 pressure swing 0-11bar max. operations 1.000
View tested components infinite operation of pressure swing within 20% of 11 bar
operafional characteristics / calculation characteristics :
| socket welding volume V (litre) : 2000
, fth max. working pressure PS (bar) : 11
e drain and plug socket 20 test pressure PT (bar) . 15,73
—— inside flush min. working temp. TS (°C) 0 -20
Ll max. working temp TS (°C) : 50
| | | [ fluid : compressed air / nitragen (fluid group 2)
longitudinal seam | 3 location : inside and outside building possible
| o ;tﬁr‘ coating :
- - = _e_ — %o, \ | &zl m‘ S inside:  hot dip galvanized
| t oufside : hot dip galvanized
| manufacturing and resting
acc. to PED 2014 / 68 / EU - AD 2000
, conformity benchmark :
- > carrier eye o 1a rubber gasket up te 70°C flluid group : 2 categorie : 1V
wn ) diagram L 2 module ¢ H1
5 e %) F=10 scale : 115 Maschinen- descripfion :
N iy . our no. : - und Behélterbau )
o 023 13 | il orderno. - Gbl] pressure vessel horizontal
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