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SE@AMS (unless otherwise indicated on drawing):
longitudinal socket-/flangeweldings circumferential seams
Sseam beadseams only up to 8mm
330 1010 330 waclyll.Hl;lrcil:nnEss of bottoms m
(ZZZZ'ZZZZ 3.5 x wall thickness of bottoms
300 1670 300 g
2270 pressure variation :
. A 300 pressure swing 0-11 bar max. operations 1.000
View GAB 51 - handhole lock 100/150 infinite operation of pressure swing within 20% of 11 bar
fested components operational characteristics / calculation characteristics :
| volume V (litre) : 2000
: max. working pressure PS (bar) : 11
Socker welding
i socheTageldin test pressure PT (bar) : 15,73
— drain and plug socket min. working temp. TS (°C) 0 =20
| inside flush max. working temp TS (°C) : 50
T vV 48 fluid : compressed air / nitragen (fluid group 2)
longntu::;:: | lacation : inside and oufside building possible
! coafing :
- - = _Q_ — | tn inside :  hot dip galvanized
2.\ i J oufside : hot dip galvanized
| iz F s rubber aasket up to 70°c/  ©° manufacturing and fesfing
Aubber gashetu acc. o PED 2014 / 68 / EU - AD 2000
2 conformity benchmark :
o carrier eye fluid group : 2 categorie : IV
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