2470

Detail X

2 | o
le o] o
(=4 m
R169.4
0AB-handhole | §
100 x 150
G 2% G 2%
2
ﬁsE | G2 Zf—
| o o
G 1/2~¥ {vessel plate /G 172 o &
| , o &
G 2% G 2% N
GAB-handhole %7 =
100 x 150 \ 1 o
J s
I
~ G2 &
/
- /- \
\ Tl
iy Y4
X

longitudinal seam

faotings turned in diagramme

OAB 51 - handhale lack 100/150

r::

fested components

S
&
~
<~

<~

150
100

/

1a rubber gasket up to 70° ‘*’Q&(

$23
sacket welding
drain and plug socket
inside flush
!
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2 B, sean e UL SN
1 7797772 35 x wall Hhickness of bottoms
ZZ =
pressure variation :
carrier eye pressure swing 0-11 bar max. operations 1.000
R33 infinite operation of pressure swing within 20% of 11 bar
t=10 operafional characteristics / calculation characteristics :
volume V (litre) : 2000
N ] \ S max. working pressure PS (bar) : 11
| test pressure PT (bar) : 15,73
! min. working temp. TS (°C) 0 -20
?36 max. working temp TS (°C) : 50
fluid : compressed air / nitragen (fluid group 2)
| 10 | location : inside and outside building possible
coafing :
inside :  hot dip galvanized
oufside : hot dip galvanized
manufacturing and resting
acc. to PED 2014 / 68 / EU - AD 2000
conformity benchmark :
fluid group : 2 categorie : 1V
diagram . 2 module : H1
scale : 1:17.5 Maschinen. description :
our no. : - und Behélterbau )
orderno+ - Guibl pressure vessel upright
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