630 1050
380 . 630
180 180
100 , , 100
‘ G1 G2 G2 G1/2 ‘
e '
r\_ 1 1 1 1
G1/2 vessel plafte
GAB-manhole
320 x 420
- 61 \ G 1%
3 - . S
s |/
250 200, R 24
I
A T vent drill 28—
|7 | I
Lrl
! !
Jﬁo | | S@AMS (unless otherwise indicated on drawing):
330 1LL0 330 lon%inal socket-/flangeweldings besdseans only u;irf':lém;erential seams
waclllﬂl;lrcil:nnfss of bottoms m
385 2100 385 m 35x wal{ thickness of bottoms
2870 ZZ
. sacket welding 0AB 51 - manhole lock 320/420 pressure variation : j
view A 300 drain and plug socket tested components pressure swing 0-16 bar max. 0|3elra’r|0lnsl1.()0(2>
—_— nside flush infinite operation of pressure swing within 20% of 16 bar
D operafional characteristics / calculation characteristics :
| wany| volume V (litre) : 4000
1 max. working pressure PS (bar) : 16
| j test pressure PT (bar) : 22,88
B . min. working temp. TS (°C) ;=10
longitudinal - 2 | i \ 2 max. working temp TS (°C) : 50
seam f fluid : compressed air/nitrogen (fluid group 2)
- lacation : inside and oufside building possible
| S coating :
inside:  raw
- — - - outside : primed (if costumer wishes lacquered)
carrier eve manufacturing and resting
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